
192 Appendix B - Qualification of Pipe 

I. Listed Pipe Specifications 

ANSI/API Specification 5L--Steel pipe, “Specification for Line Pipe” 

(incorporated by reference, see §192.7). 

ASTM A53/A53M--Steel pipe, “Standard Specification for Pipe, Steel 

Black and Hot-Dipped, Zinc-Coated, Welded and Seamless” 
(incorporated by reference, see §192.7). 

ASTM A106/A106M--Steel pipe, “Standard Specification for Seamless 

Carbon Steel Pipe for High Temperature Service” (incorporated by 

reference, see §192.7). 

ASTM A333/A333M--Steel pipe, “Standard Specification for Seamless 
and Welded Steel Pipe for Low Temperature Service” 

(incorporated by reference, see §192.7). 

ASTM A381--Steel pipe, “Standard Specification for Metal-Arc- Welded 

Steel Pipe for Use with High-Pressure Transmission Systems” 
(incorporated by reference, see §192.7). 

ASTM A671/A671M--Steel pipe, “Standard Specification for Electric-
Fusion-Welded Pipe for Atmospheric and Lower Temperatures” 

(incorporated by reference, see §192.7). 

ASTM A672/672M--Steel pipe, “Standard Specification for Electric-
Fusion-Welded Steel Pipe for High-Pressure Service at Moderate 

Temperatures” (incorporated by reference, see § 192.7). 

ASTM A691/A691M--Steel pipe, “Standard Specification for Carbon and 

Alloy Steel Pipe, Electric-Fusion-Welded for High Pressure Service 
at High Temperatures” (incorporated by reference, see § 192.7). 

ASTM D2513-99, “Standard Specification for Thermoplastic Gas 
Pressure Pipe, Tubing, and Fittings,” (incorporated by reference, 

see §192.7). 

ASTM D2513-09a--Polyethylene thermoplastic pipe and tubing, 
“Standard Specification for Polyethylene (PE) gas Pressure Pipe, 

Tubing, and Fittings”, (incorporated by reference, see § 192.7). 

ASTM D2517--Thermosetting plastic pipe and tubing, “Standard 

Specification for Reinforced Epoxy Resin Gas Pressure Pipe and 
Fittings” (incorporated by reference, see §192.7). 


